
Supporto digitale
s e r v i z i  w e b ,  a p p l i c a z i o n i  e  s o f t w a r e

Nel nostro sito web è disponibile un valido supporto tecnico – commerciale, le applicazioni ed i software vengono 
costantemente aggiornati in modo da garantire anche l’assistenza per l’installazione e la manutenzione dei nostri 
sistemi. Il nostro team di tecnici esperti è sempre disponibile e pronto per risolvere ogni eventuale problema.



Supporto digitale

Hydroware S.r.l.
Via Austria 23/F
35127 Padova
Italia
Tel. +39 049 760 329
www.hydrowaresrl.it

Hydroware AB
Fabriksgatan 13
Box 66
SE-342 32 Alvesta
Sweden
Tel +46 (0)472 451 00
www.hydroware.se

HydCalc
HydCalc, per dimensionare la macchina HydroElite 
corretta in base ai dati specifici del vostro elevatore.

Preventivi/Ordini
I ns. moduli di raccolta dati, rendono estremamente 
veloci le richieste di preventivi e l’invio di nuovi ordini.

GUI-simulator
Con questo strumento è possibile verificare il software 
direttamente dal web. Questo simulatore viene utiliz-
zato anche negli incontri di formazione.

HydroApp
Strumento di diagnostica, in base al codice errore 
rilevato, propone la soluzione al problema.    

WebRel
WebRel è un archivio in rete messo a disposizione 
dei nostri clienti. In esso viene archiviata tutta la 
documentazione tecnica di ogni impianto, schemi 
elettrici, disegni, certificati, etc.   

Purchase number:
Commission number:
Lift Company:
Contact person:
Tel, Fax, E-mail:
Requested delivery date:
Site address city/country:
Site address street:
Delivery address:
Delivery Zip. City, Country:
Document language:
Packing type:

Valve: l/min

Pump (Vidi) l/min
Pressures: Stat. full load: bar Empty car: bar      Existing pump l/min

Rated speed: m/s Rated load: kg

Cylinder: type: qty:
Pistondiameter: cyl 1: mm cyl 2: mm
Pistondiameter 2: cyl 1: mm cyl 2: mm
Pistondiameter 3: cyl 1: mm cyl 2: mm
Pistondiameter 4: cyl 1: mm cyl 2: mm

Motor [kW]:

Inverter: kW Existing motor size (KW)
Tank:
Hose connection:
New hose, delivery by Hydroware m
Supply voltage:
New rated speed: m/s m/s
Options:

Hydraulic oil: pcs, 20 l can

Travel height (LH) [1000-30000 mm]: mm
Motor room  Floor: Distance Shaft - Motor room: mm
Standard addition is 5m for horiz. measures in shaft and motor room. Extra addition: mm
Short distance?(<300 mm)  Distance? mm Floors:
LSF Cables  Separate control cabinet

No. of floors [2-16]: pcs No. of landing doors: pcs          No. of access sides:

Access side 1 plan:

Access side 2 plan:

Access side 1 Doordrive side 1

Access side 2 Doordrive side 2
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Lift system:
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Blue fields must be completely filled in to get an offer. Fill in remaining data if the information are available. NOTE!
Unanswered option question is taken as not selected.
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swedish english german
normal seaworthy

55 10075 125 150 180 210
250 330300 380 440 500

G1 G1.1/2G1.1/4 G2 M45x2 (hose 1.1/4") M52x2 (hose 1.1/2")

230 V 400 V

Max pressure switch, DZE
Full load press.switch, DZE
Min. pressure switch
Tank Heater w. thermostat

Oil level switch
Up: Down:

yes

L&L TSG 400
Siemens AT40
SEMATIC 2000

WITTUR SUPRA
WITTUR ECO/MIDI
FERMATOR VVVF

QKS9
QKS8

WITTUR 3~
QKS11 General 3~

L&L TSG 400
Siemens AT40
SEMATIC 2000

WITTUR SUPRA
WITTUR ECO/Midi
FERMATOR VVVF

QKS9
QKS8

WITTUR 3~
QKS11 General 3~

Alarm telephone Safeline SL6 PSTN delivered by Hydroware

direct (1:1) indirect (2:1)

Alarm telephone Safeline SL6 GSM delivered by Hydroware

1 2

2 15141312111093 4 16875 61

2 15141312111093 4 16875 61

6 9.57.7 11 12 13 14.7

24 3329 40 47 60

230 700400 950 1200 MRL200

164.4

20

Thermostat for oilcooler

600
800

Connection for oil cooler
External oil level indicator

Safeline intercom delivered by Hydroware

Veni Vidi

Hose coupling

Servitel
Easyalarm
SL6

Existing telephone
Existing intercom

Swingdoor only
Swingdoor+Car door
Automatic door

Swingdoor only
Swingdoor+Car door
Automatic door

yes yes

SL3000

dutch italian
Delivery with tail lift necessary
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